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40 CFR Ch. I (7–1–09 Edition) § 421.127 

PSNS 

Pollutant or pollutant property 
Maximum 
for any 1 

day 

Maximum 
for monthly 

average 

mg/troy ounce of silver 
roasted, smelted or dried 

Copper ....................................... .000 .000 
Zinc ............................................ .000 .000 
Ammonia (as N) ........................ .000 .000 

(h) Subpart L—Leaching. 

PSNS 

Pollutant or pollutant property 
Maximum 
for any 1 

day 

Maximum 
for monthly 

average 

mg/troy ounce of silver 
produced from leaching 

Copper ....................................... .110 .053 
Zinc ............................................ .088 .036 
Ammonia (as N) ........................ 11.470 5.040 

(i) Subpart L—Leaching Wet Air Pol-
lution Control and Precipitation of 
Nonphotographic Solutions Wet Air 
Pollution Control. 

PSNS 

Pollutant or pollutant property 
Maximum 
for any 1 

day 

Maximum 
for monthly 

average 

mg/troy ounce of silver pro-
duced from leaching or 
silver precipitated 

Copper ....................................... 5.671 2.703 
Zinc ............................................ 4.519 1.861 
Ammonia (as N) ........................ 590.500 259.600 

(j) Subpart L—Precipitation and Fil-
tration of Nonphotographic Solutions. 

PSNS 

Pollutant or pollutant property 
Maximum 
for any 1 

day 

Maximum 
for monthly 

average 

mg/troy ounce of silver 
precipitated 

Copper ....................................... 3.930 1.873 
Zinc ............................................ 3.132 1.290 
Ammonia (as N) ........................ 409.300 179.900 

(k) Subpart L—Floor and Equipment 
Washdown. 

PSNS 

Pollutant or pollutant property 
Maximum 
for any 1 

day 

Maximum 
for monthly 

average 

mg/troy ounce of silver 
production 

Copper ....................................... .000 .000 
Zinc ............................................ .000 .000 
Ammonia (as N) ........................ .000 .000 

[49 FR 8821, Mar. 8, 1984; 49 FR 26739, June 29, 
1984] 

§ 421.127 [Reserved] 

Subpart M—Secondary Lead 
Subcategory 

SOURCE: 49 FR 8826, Mar. 8, 1984, unless oth-
erwise noted. 

§ 421.130 Applicability: Description of 
the secondary lead subcategory. 

The provisions of this subpart are ap-
plicable to discharges resulting from 
the production of lead by secondary 
lead facilities. 

§ 421.131 Specialized definitions. 
For the purpose of this subpart the 

general definitions, abbreviations, and 
methods of analysis set forth in 40 CFR 
part 401 shall apply to this subpart. 

§ 421.132 Effluent limitations guide-
lines representing the degree of ef-
fluent reduction attainable by the 
application of the best practicable 
control technology currently avail-
able. 

Except as provided in 40 CFR 125.30 
through 125.32, any existing point 
source subject to this subpart shall 
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable tech-
nology currently available: 

(a) Subpart M—Battery Cracking 

BPT EFFLUENT LIMITATIONS 

Pollutant or pollutant property 
Maximum 
for any 1 

day 

Maximum 
for monthly 

average 

mg/kg (pounds per million 
pounds) of lead scrap 
produced 

Antimony .................................... 1.932 .862 
Arsenic ....................................... 1.407 .579 

VerDate Nov<24>2008 11:46 Aug 17, 2009 Jkt 217170 PO 00000 Frm 00534 Fmt 8010 Sfmt 8010 Y:\SGML\217170.XXX 217170er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-18T15:19:53-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




